
NATURAL

Clear coating with a matt varnish look, con-
sisting of a durable finish, suitable for furni-
ture, that masks normal wear and leaves the 
wood grain visible to the eye.

ASH

In the event that scratching or marring has 
occurred we recommend that refinishing be 
carried out by a professional furniture refi-
nishing company. 

PROPERTIES

REFINISHING

MAINTENANCE
First, wipe the surface with a dry cloth then 
clean carefully with a damp cloth. DO NOT 
use any abrasive cleaning products or scou-
rers as this can damage the surface.



NATURAL OAK

Clear coating with a matt varnish look, con-
sisting of a durable finish, suitable for furni-
ture, that masks normal wear and leaves the 
wood grain visible to the eye.

In the event that scratching or marring has 
occurred we recommend that refinishing be 
carried out by a professional furniture refi-
nishing company. 

PROPERTIES

REFINISHING

MAINTENANCE
First, wipe the surface with a dry cloth then 
clean carefully with a damp cloth. DO NOT 
use any abrasive cleaning products or scou-
rers as this can damage the surface.



BLACK STAINED ASH

Black clear coating with a matt look, con-
sisting of a durable finish, suitable for furni-
ture, that masks normal wear and leaves the 
wood grain visible to the eye.

In the event that scratching or marring has 
occurred we recommend that refinishing be 
carried out by a professional furniture refi-
nishing company. 

PROPERTIES

REFINISHING

MAINTENANCE
First, wipe the surface with a dry cloth then 
clean carefully with a damp cloth. DO NOT 
use any abrasive cleaning products or scou-
rers as this can damage the surface.



Brown clear coating with matt look, consis-
ting of durable finish, suitable for furnitu-
re, that masks normal wear and leaves the 
wood grain visible to the eye.

WALNUT STAINED ASH

In the event that scratching or marring has 
occurred we recommend that refinishing be 
carried out by a professional furniture refi-
nishing company. 

PROPERTIES

REFINISHING

MAINTENANCE
First, wipe the surface with a dry cloth then 
clean carefully with a damp cloth. DO NOT 
use any abrasive cleaning products or scou-
rers as this can damage the surface.



Oil based coating with white pigments con-
sisting of durable finish, suitable for furnitu-
re, that masks normal wear and leaves the 
wood grain visible to the eye.

WHITE WASH ASH

In the event that scratching or marring has 
occurred we recommend that refinishing be 
carried out by a professional furniture refi-
nishing company. 

PROPERTIES

REFINISHING

MAINTENANCE
First, wipe the surface with a dry cloth then 
clean carefully with a damp cloth. DO NOT 
use any abrasive cleaning products or scou-
rers as this can damage the surface.



YELLOW

Lacquered coating with matt look, leaving a
visual woodgrain.

ASH LACQUERED

Renovation should be done by a specialist in 
furniture coating. It requires sanding of the parts 
and re-appying an equal amount of coating on 
all sides.

PROPERTIES

REFINISHING

MAINTENANCE
First clear the surface with a dry cloth, then clean 
with a slightly damp cloth. Do not use abrasive 
cleaning products nor scourers, they can damage
the surface.

PANTONE 115 C



RED

Lacquered coating with matt look, leaving a
visual woodgrain.

ASH LACQUERED

Renovation should be done by a specialist in 
furniture coating. It requires sanding of the parts 
and re-appying an equal amount of coating on 
all sides.

PROPERTIES

REFINISHING

MAINTENANCE
First clear the surface with a dry cloth, then clean 
with a slightly damp cloth. Do not use abrasive 
cleaning products nor scourers, they can damage
the surface.

PANTONE 185 C



GREEN

Lacquered coating with matt look, leaving a
visual woodgrain.

ASH LACQUERED

Renovation should be done by a specialist in 
furniture coating. It requires sanding of the parts 
and re-appying an equal amount of coating on 
all sides.

PROPERTIES

REFINISHING

MAINTENANCE
First clear the surface with a dry cloth, then clean 
with a slightly damp cloth. Do not use abrasive 
cleaning products nor scourers, they can damage
the surface.

PANTONE 370 C



BLUE

Lacquered coating with matt look, leaving a
visual woodgrain.

ASH LACQUERED

Renovation should be done by a specialist in 
furniture coating. It requires sanding of the parts 
and re-appying an equal amount of coating on 
all sides.

PROPERTIES

REFINISHING

MAINTENANCE
First clear the surface with a dry cloth, then clean 
with a slightly damp cloth. Do not use abrasive 
cleaning products nor scourers, they can damage
the surface.

PANTONE 299 C



WHITE

Lacquered coating with matt look, leaving a
visual woodgrain.

ASH LACQUERED

Renovation should be done by a specialist in 
furniture coating. It requires sanding of the parts 
and re-appying an equal amount of coating on 
all sides.

PROPERTIES

REFINISHING

MAINTENANCE
First clear the surface with a dry cloth, then clean 
with a slightly damp cloth. Do not use abrasive 
cleaning products nor scourers, they can damage
the surface.

PANTONE 000 C



NATURAL

Clear coating with a matt varnish look, con-
sisting of a durable finish, suitable for furni-
ture, that masks normal wear and leaves the 
wood grain visible to the eye.

WALNUT

In the event that scratching or marring has 
occurred we recommend that refinishing be 
carried out by a professional furniture refi-
nishing company. 

PROPERTIES

REFINISHING

MAINTENANCE
First, wipe the surface with a dry cloth then 
clean carefully with a damp cloth. DO NOT 
use any abrasive cleaning products or scou-
rers as this can damage the surface.



MAINTENANCE
Depending on the stains/dirt there are different prescriptions:
Light: dry or damp paper towels, a cloth or sponge.
Normal: with a cloth or soft nylon brush and washing powder, 
soft soap, toilet soap or washing-up liquid. If necessary, 
leave for a while and then rinse thoroughly with clean water.
Heavy: Discoloration stains through long exposure to tea, cof-
fee, etc. use washing powder and household bleach (but do 
not repeat too often). For stains such as lead pencil, felt-tip 
pens, marker and ball-point pens use an organic solvent for 
example acetone (nail varnish remover).  

IMPORTANT
• Please do not cut or chop directly on the worktop surface
• Avoide abrasive cleaners and pads, corrosive or aggressive  

cleaning agents. The use of PVC aprons may affect the 
durability of the HPL on the post-formed edge of worktops, 
and could lead to premature wear in high traffic work areas 
such as in front of the sink and hob

• Kettles, coffee machines, fryers and other heat or damp 
source should not be positioned directly over worktop joints

• Cuts and scratches will be more noticeable on dark decors 
and gloss finishes

VOLCANIC BLACK
U 1200 VV

HPL



TRUFFLE GREY
U 1102 VV

HPL

MAINTENANCE
Depending on the stains/dirt there are different prescriptions:
Light: dry or damp paper towels, a cloth or sponge.
Normal: with a cloth or soft nylon brush and washing powder, 
soft soap, toilet soap or washing-up liquid. If necessary, 
leave for a while and then rinse thoroughly with clean water.
Heavy: Discoloration stains through long exposure to tea, cof-
fee, etc. use washing powder and household bleach (but do 
not repeat too often). For stains such as lead pencil, felt-tip 
pens, marker and ball-point pens use an organic solvent for 
example acetone (nail varnish remover).  

IMPORTANT
• Please do not cut or chop directly on the worktop surface
• Avoide abrasive cleaners and pads, corrosive or aggressive  

cleaning agents. The use of PVC aprons may affect the 
durability of the HPL on the post-formed edge of worktops, 
and could lead to premature wear in high traffic work areas 
such as in front of the sink and hob

• Kettles, coffee machines, fryers and other heat or damp 
source should not be positioned directly over worktop joints

• Cuts and scratches will be more noticeable on dark decors 
and gloss finishes



PEARL
F 7934 MATT 58

HPL

MAINTENANCE
Depending on the stains/dirt there are different prescriptions:
Light: dry or damp paper towels, a cloth or sponge.
Normal: with a cloth or soft nylon brush and washing powder, 
soft soap, toilet soap or washing-up liquid. If necessary, 
leave for a while and then rinse thoroughly with clean water.
Heavy: Discoloration stains through long exposure to tea, cof-
fee, etc. use washing powder and household bleach (but do 
not repeat too often). For stains such as lead pencil, felt-tip 
pens, marker and ball-point pens use an organic solvent for 
example acetone (nail varnish remover).  

IMPORTANT
• Please do not cut or chop directly on the worktop surface
• Avoide abrasive cleaners and pads, corrosive or aggressive  

cleaning agents. The use of PVC aprons may affect the 
durability of the HPL on the post-formed edge of worktops, 
and could lead to premature wear in high traffic work areas 
such as in front of the sink and hob

• Kettles, coffee machines, fryers and other heat or damp 
source should not be positioned directly over worktop joints

• Cuts and scratches will be more noticeable on dark decors 
and gloss finishes


