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How to install an Agile Wall

Notice:
Some of the parts have been wrapped to protect them during shipping.
Remove the plastic wrap before assembling the product.

Tools Required

Driver with a
#2 Phillips Bit

Wrench

Metric Allen Wrench

Safety Glass

Level

Screw driver

Parts Included

Frame

Frame for full
height sleeves

Power Cord

Grommets

Fabric tile

Lower Fabric tile
with user power

Agile Wall

Agile Wall Base

TV tile

Counterweight

Monitor mount
plate

Monitor Support
bracket

Shelves

Bracket

Monitor mount
support arms

Support bracket

Markerboard tile
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Assembly Instructions

IMPORTANT SAFETY INSTRUCTIONS
When using an electrical furnishing, basic precautions should always be
followed, including the following:
Read all instructions before using this furnishing.

DANGER - To reduce the risk of electric shock always unplug this furnishing
from the electrical outlet before cleaning, or relocating.
CAUTION - Risk of Electric Shock. This unit may have up to two power supply
cords. Unplug all cords before moving, testing, or servicing this furnishing.

WARNING - To reduce the risk of burns, fire, electric shock, or injury to
persons: Close supervision is necessary when this furnishing is used by, or
near children, invalids, or disabled persons.
Sitting or standing on product may cause risk of personal injury.
Use this furnishing only for its intended use as described in these instructions.
Do not use attachments not recommended by the manufacturer.
Never operate this furnishing if it has a damaged cord or plug, if it is not
working properly, if it has been dropped or damaged, or dropped into water.
Return the furnishing to a service center for examination and repair.
If using power drive set on low torque.
Keep the cord away from heated surfaces.
Never drop or insert any object into any opening.
Do not use outdoors.
Do not operate where aerosol (spray) products are being used or where oxygen
is being administered.
This furnishing is intended for commercial use

Warning Risk Of Injury:
Max Load: Upper Shelf 12kg.
Lower Shelf 25kg.
Base Shelf 50kg.
Max Load: Tech Panel 4.5kg. Each Three Panel Maximum.
Risk of injury, Not to be used in locations where children or people with cognitive
disabilities are anticipated to be present.

GROUNDING INSTRUCTIONS
This product must be grounded. If it should malfunction or breakdown,
grounding provides a path of least resistance for electric current to reduce
the risk of electric shock. This product is equipped with a cord having an
equipment-grounding conductor and a grounding plug. The plug must be
plugged into an appropriate outlet that is properly installed and grounded in
accordance with all local codes and ordinances.

DANGER – Improper connection of the equipment-grounding conductor
can result in a risk of electric shock. Check with a qualified electrician
if you are in doubt as to whether the product is properly
grounded. Do not modify the plug provided with the product. if it will not fit
the outlet, have a proper outlet installed by a qualified electrician.
This product is for use on a nominal 240-volt circuit and has a grounding
plug. Make sure that the product is connected to an outlet having the same
configuration as the plug.
No adapter should be used with this product.

WARNING - Risk of Electric Shock – Connect this furnishing to a properly
grounded outlet only. See Grounding Instructions.
Risk of Fire or Electric shock, Electrical Rating :240VAC 50Hz 13A
The total electrical load of all monitors is limited to 6 Amps maximum.
Risk of tip over. For use with monitors weighing 25kg. or less. Use with heavier
monitors may result in instability causing tip over resulting in death or serious
injury.
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Step 2.2:
2.2.1 Remove the thumb screws from the top channel on top of the
frame. Remove the top channel by sliding the channel over and then
lifting it up and install the tiles.

Agile Wall

Step 2.1: Install tiles on one side of the frame
2.1.1 All tile types (fabric and markerboard) install on to the frame
the same way. Starting with the lower tile, hold the tile flat against
the face of the frame so that the hook rails on the back of the tiles
are just above the horizontal rails in the frame, then let the tile drop
down so that the hook rail on the tiles engages with the horizontal
rail on the frame.
Note: The lower tile must be installed first before the upper tile can
be installed.
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Step 1: Frame to base connection
1.1 Set the frame assembly on to the base assembly and secure
with (4) M8 Machine screws per side.

Step3:
3.1 If a markerboard tile is being installed, the marker tray must
be installed to the markerboard tile before installing it on the frame.
Align the flange of the tray with the pre-drilled holes on the back
side of the markerboard tile and install the self tapping screws.
Note: Be careful not to over tighten the screws.
Note: Install the center screw first to locate tray left right.
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4.2 To mount the shelves place the shelf on the horizontal support
rail in the frame and fasten the shelf the support rail with the self
tapping screws provided..
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Step 4: Install Shelves
4.1 Set the frame assembly on to the base assembly and secure
with (4) M8 Machine screws per side.

5.3 Attach the support brackets to the support arms using the M8
machine screws and nuts. Attach the brackets in the appropriate
holes based on the desired monitor location and orient the bracket
based on a single monitor application, two monitor application at
the same height, or a two monitor application where they are at
different heights.
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Step5: : Monitor mount
5.1 Remove the thumb screws and the top channel from top of the
frame.
5.2 Install the two monitor mount support arms by sliding them
down through the slots at the top of the frame as shown.

Standing
height
monitor
loaction

Seated
height
monitor
loaction

Agile Wall
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Orientation for
1 monitors

Orientation for 2 monitors
at same height

Orientation for 2 monitors
at dierent height

5.4 Remove the lower rail must be temporarily removed in order
remove or install the cover.
5.5 Remove the Base cover from the base.

Lower
Rail

5.6 Install the counterweight blocks in the pockets.
5.7 Bend flange upat both ends.
5.8 Re-install the rail and base cover.

5.9 Attach the bracket and AC Splitter to the rail as shown and secure
with self tapping screws.
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5.10 Attach the bracket and AC Splitter to the rail as shown and
secure with self tapping screws.

5.11 Run the AC cord up through the holes in each rail.
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5.12 Run the AC cord up through the holes in frame.

Agile Wall

1/2

20

/
m or S+
.5N

5.13 Add tiles for Tv option.
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5.15 Attach the monitor mount plate for lower tv position bracket
orientation.
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5.14 Attach the monitor mount plate to the face of the Agile Wall tile
and fasten it to the previously installed support brackets with (4)
M8 Machine screws.

5.16 Fasten the (2) monitor mount brackets to the back side of
the monitor.into the threaded holes existing on the rear of the
monitor. Use the appropriate screw for the monitor (provided by the
customer).

5.17 Loosen the locking screws on the brackets so they will clear
the flange on the pan. Lift the monitor with the brackets installed
up to the plate and engage the bracket slots with the flanges on the
support plate.
Tighten the screw at the bottom of the bracket to prevent the
monitor and the brackets from lifting off.

Side View
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Step 6: User power installation
6.1 If user power will be installed the lower tile on the side
that will get user power will have a pre-cut opening to allow the
installation of the power assembly.
6.2 Install the user power support bracket to the horizontal rail of
the Agile wall frame using two machine screws..

6.3 Fix the tiles.
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6.4 Install the Lower(Bachmann) power option.

6.5 AC cable routing from TV power strip down through rails and
across to outlet.
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Disassembly for Recycling:
Materials Identification and Segregation:
Where possible, plastic components are marked with ASTM recycling
codes. Use these codes to identify material type for recycling. Non marked
components should be treated as mixed plastic. Ferrous metals can be
identified using a small magnet for recycling. Non-ferrous metals
should be separated and recycled separately. To disassemble product,
reverse the above installation steps
Agile Wall
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